
BDM5-120Nxx3



It is optimized for high performance, enhanced authentication and easy operation.
·Easy to use cash redemption terminal
·Compact footprint design
·15”  Touch Screen
·Convenient and easy operation for servicing

Features

7-6, 4-gil, Samsung1-ro Hwaseong-si, Gyeonggi-do, Republic of Korea, 18449
TEL : +82-31-211-8761 FAX : +82-31-211-8763

Hitachi Terminal Solutions Korea Co., Ltd.

• OS : Windows 10

• LCD : 15” Swing (IR Touch screen)

Specification
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• Card reader (Option–DIP or Motor-driven) 

• Barcode reader (Option – 2D)

• Camera : Face (Option – Hand)

• PIN pad (Option)

• Receipt Printer 

• Online (LAN)

• ST-150NV Counterfeit Detector

• Speed : 1,200 notes/min.

• Escrow : EDM-3 Belt feeding & bundle

• Escrow capacity : Max 200 notes

• Valid banknote: Customized

• UL291 Biz Class Correspondent

• Keypad lock 

• Sub-door

• Bag-type cassette(12,000 notes)

Safety

Saving

Dimension • 480(W) X 562(D) X 1,569(H) (Except caster)

• Power  : 100~240 VAC, 50Hz/60Hz, 3A max
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